Cascade Rooftop Screens, Inc.
| 688 Walsh Ave
To«* Santa Clara, CA 95050
408 - 827 - 1700
Cascaderooftopscreens.com

ROOFTOP

MANUFACTURING

PATENT PENDING

ALL DIMENSIONS VARIABLE BASED
ON ARCHITECTURAL AND ENGINEERING
REQUIREMENTS

ROOF FLASHING NOT SHOWN FOR CLARITY

NUT WITH LOCK WASHER
TO TIGHTEN ROD IN PLACE

CLEVIS WITH
LEFT HAND THREADS \ A
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CLEVIS DETAIL =
3" x 4" x 3/8" ‘
STEEL PLATE
HOLE

PRE-PUNCHED

5/8" GALV. ——
THROUGH
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2" x.120
TUBING TYP

1" THREADED ROD - CUSTOM
RIGHT HAND THREADS ONE END/
LEFT HAND THREADS OPPOS. END

ROOF MEMBRANE

GYPSUM CONCRETE
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STEEL PLATE
HOLE
PRE-PUNCHED

/ FACING
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STEEL PLATE
HOLE
PRE-PUNCHED
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5/8" DIA. BOLT
TIGHTEN ROD IN PLACE

W
S
STEEL BAR JOI|ST

~—

SIMPLE - FRAME SCREEN
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FILL HOLE PER
ROOFING
SPECIFICATION




